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SELENIA ITALIA 
OUR HISTORY

SELENIA ITALIA SRL is a Beauty Company founded 
in 1991 by the Posarelli family, a leader in the field 
of professional aesthetics and aesthetic medicine. 
The company is specialized in the production and 
commercialization of innovative technologies and 
hi-tech cosmetics and is well known for its reliability, 
seriousness and maximum support to its customers. 
Selenia Italia is a certified company that distributes 
its products in Italy and in many European, African 
and Middle Eastern countries.

Innovation, effectiveness, reliability and Made in Italy
design distinguish all of Selenia Italia’s production, 
which has always been committed to the continuous 
pursuit of excellence. At the headquarters in Pisa, 
a specialized staff, in collaboration with a scientific 
team made up of doctors, engineers and technicians, 
devote themselves every day to the study and 
creation of new technologies and products to offer 
customers real, tangible and persistent results.

MADE IN ITALY



ONDA DINAMICA LIPOTONIC 
THE NEW FRONTIER OF RELAXATION 

Lipotonic is an innovative technology designed to create a synergy 
between the therapist and the machine that allows a sensory and relaxing 
result for the client. It acts on the reactivation of the vitality of the tissues 
with decontracting, relaxing and multiple remodeling actions that give an 
immediate feeling of well-being. 

The ideal tool to enhance aesthetic treatments and make them a true 
sensory experience.

ONDA DINAMICA® THE NEW PATENTED MULTI-ACTION ENERGY FORM

An exclusive and patented technology born from the experience 
and scientific technical research of Selenia Italia. This form of energy 
reactivates the circulation, gives an immediate feeling of relaxation, and 
stimulates the tissues through a decontracting, relaxing and remodeling 
action. 



ONDA DINAMICA® RED HANDPIECE

It combines four energies: 
Low frequency diathermy, Medium frequency ultrasound, 
Infrared and red photostimulation.

Their synergistic delivery allows to reduce and defibrotize deep 
accumulations, decontract muscles, activate microcirculation, 
and stretch, tone and compact the tissues at the same time.

EXCLUSIVE, PATENTED 
AND CLINICALLY TESTED 
TECHNOLOGY

With the Onda Dinamica® treatment 
it is possible to obtain, in every 
session, superior results compared 
to other types of devices. It halves 
the time of muscle reactivation and 
triggers in the client the desire to 
never finish the treatment.

LIPOTONIC 

Maximum remodeling and relaxation for body and mind

This innovative combination of energies was created to help the operator and 
to create a synergy of pure relaxation. It represents the maximum expression of 
advanced technologies for the relaxation of the body and mind as well as conferring 
a remodeling, reactivating and decontracting action for lumbar and cervical pain. 

LIPOTONIC: A TREATMENT THAT WILL 
REVOLUTIONIZE SPAS MASSAGES

Give your spa an added value with a treatment that will 
revolutionize the concept of massages. The professionalism 
and dexterity of the operator, assisted by the warmth and 
regenerating and reactivating action of the technology, will 
create an unforgettable combination and an experience of pure 
relaxation.    



TRAINING 

Selenia Italia provides aesthetic equipment and continuous training 
with experts and professionals of the sector, in addition to the 
constantly updated training material and multimedia supports. Selenia 
Italia is a reliable partner that will always be at your side. 

MADE IN ITALY DESIGN

The device was designed with the ingenuity and creativity that 
characterize Italian products. Its modern, practical, functional and 
compact design fits elegantly inside every spa. 

THE ADVANTAGES OF THE MACHINE 

SAFETY SYSTEM BIO-FEEDBACK

Bio-Feedback is the safety system that automatically monitors and 
adapts energy emissions based on biological response and tissue 
absorption capabilities. It therefore allows to perform effective 
treatments in absolute relaxation, without harmful effects on the skin. 

A SINGLE DEVICE FOR:

•	 RELAXING MASSAGES

•	 ACTIVATION OF CIRCULATION

•	 FIRMING OF TISSUES

•	 REMODELING

•	 LUMBAR AND CERVICAL PAIN



SELENIA NETWORK

Lipotonic is an advanced aesthetic technology designed to be 
connected to the internet and external PC via WI-FI or LAN and can 
make periodic upgrades, offering you a device always updated.

This application makes the Company connectable and available to 
its customers anywhere in the world:

• Software updates
• Monitoring of the equipment
• Remote technical support 
• Data storage
• Download of new programs

   

SELENIA COMMUNITY

Becoming members of the Selenia Italia Community, users will have the 
opportunity to access the network and view directly on the monitor:

•	 Training video tutorial
•	 Online treatment protocols
•	 Updated procedures 
•	 Products to use 
•	 Treatment tips and advice
•	 Personal reminders for treatments

UNISEX AND MULTILINGUAL TREATMENTS  

The device is designed to perform treatments on both men and 
women of all ages. In addition, the software is available in several 
languages (Italian, French, English and Spanish) in order to make it 
suitable and usable by all. 

INTEGRATED SELF-DIAGNOSIS

A specific control system checks in real time the efficiency of 
the device, allowing to work in absolute safety, and create an 
atmosphere of maximum relaxation

REAL TIME ASSISTANCE

Thanks to «Internet wired» technology, every device is connected 
to the Company, allowing to guarantee real-time remote assistance.

10.1’’ DISPLAY WITH HIGH RESOLUTION 
TOUCH SCREEN

A practical and intuitive interface with all the necessary informa-
tion for a customized programming.



SOFTWARE

QUALITY AND SAFETY

Commercial name  			                        ONDA DINAMICA® LIPOTONIC

General power supply    		                        110/230 Vac – 50/60 Hz

MAX absorbed power      		                        200 VA

Radio frequency Base frequency  			   500 KHz

Ultrasound 1 Base frequency    			   3400 KHz ± 10%  3000 KHz

LED IR			                                              880 nm

RED LED 			                                              630 nm

Weight    				                                     15Kg

Dimensions (with trolley)                                           134x45x32 cm

Device Classification: type BF, class I (AESTHETIC USE)

Selenia Italia reserves the right to make changes to the equipment at any time and without 
notice. Selenia Italia equipment is designed and programmed to have results on imperfections 
without exceeding the permitted aesthetic limit.

SAFETY GUARANTEE

Device certified for aesthetic use. In 
accordance with interministerial de-
cree n°205 of 10/15/2015

QUALITY GUARANTEE

Selenia Italia is a company certified according 
to the EN ISO 13485-2016 Quality System 
for the design, production and technical 
assistance of aesthetic medicine and 
physiotherapy devices.

Display with high resolution graphic interface.
Proprietary software remotely upgradeable via Wi-Fi or via USB or RS-232 port. 
Remote control and remote diagnostics.

Selenia Italia reserves the right to make changes to the equipment at any time and 
without notice. Selenia Italia equipment is designed and programmed to have results on 
imperfections without exceeding the permitted aesthetic limit.
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1.	 Manuel Albornoz-Cabello, Alfonso Javier Ibáñez-Vera & Blanca De la Cruz-Torres (2017) Efficacy of monopolar dielectric transmission 

radio frequency in panniculus adiposus and cellulite reduction, Journal of Cosmetic and Laser Therapy, 19:7, 422-426, DOI: 
10.1080/14764172.2017.1342041 

2.	 Ibanez-Vera AJ, Radiofrequency in aesthetics skin treatment: Classification and modalities, Journal dermatology research skin care, 2017, 
1(1):1-3

3.	 R. Stephen Mulholland, Malcolm D. Paul, Charbel Chalfoun, Noninvasive Body Contouring with Radiofrequency, Ultrasound, Cryolipolysis, 
and Low-Level Laser Therapy, Clin Plastic Surg 38 (2011) 503–520, doi:10.1016 / j.cps.2011.05.002

4.	 Deepal V Wakade, Chitra S Nayak, Kalpana D Bhatt, A study comparing the efficacy of monopolar radiofrequency and  glycolic acid peels 
in facial rejuvenation of aging skin using histopathology and ultrabiomicroscopic sonography (UBM) – An evidence based study, ACTA 
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